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REVOLUTIONARY, NEW 

REINFORCED PLASTIC CONSTRUCTION 


The new Corfulux double dome skylight is a 
single lightweight unit made entirely of glass fiber 
reinforced plastic. 

The unit is weathertight and trouble-free. It has 
two glass fiber reinforced plastic domes fused at 
the edges and separated by dead air space. This 
hermetically-sealed unit insulates against the outside 
heat (or cold) yet transmits up to 80% of the 


outside daylight. Unitized construction eliminates 
the possibility of leakage and condensation weepage 
and makes installation easy. 

All the outstanding physical properties of Corru- 
lux building panels are yours with the double dome 
skylight. The material is shatterproof, strong, light¬ 
weight and able to withstand the roughest abuse. And 
the light it transmits is glare-free and well diffused. 



3UARE, STANDARD-TYPE 
SELF-FLASHING 


SQUARE, BOND-TYPE 
SELF-FLASHING 


SQUARE, CURB¬ 
MOUNTING TYPE 


RECTANGULAR, STANDARD-TYPE 
SELF-FLASHING 


ROUND, STANDARD-TYPE 
SELF-FLASHING 


Corru/vx double dome skylights 
are available in three 


CD Standard-Type Self-Flashing (2) Bond- 

Self-flashing types feature an integral flashing which 
makes them far easier to install than conventional 
dome skylights. The flashing is simply positioned 
on the roof membrane and nailed to the roof deck 
or anchored to the concrete slab and covered by 
stripping to form a leak-tight bond with the roof. 

CO Standard-Type Self-Flashing 

has a double wall construction which completely 
eliminates condensation. The sketch below shows 
that the-vertical wall as well as the entire portion 
of the unit extending above the roof line is fully 
insulated by dead air space. This design prevents 



Type Self-Flashing and (3) Curb Mounting 

interior condensation while improving the overall 
insulating efficiency of the unit. In addition, the 
sturdy double wall is molded into an integral unit. 
Square, rectangular and circular models. 

C2) Bond-Type Self-Flashing Unit 

differs from the Standard Unit in that it has an 
integral 6" high curb between flashing and counter¬ 
flashing. This Bond-Type skylight has been ap¬ 
proved for installation in bonded roofs by several 
of the leading roofing manufacturers in the United 
States, among them: Barrett Division of Allied 
Chemical & Dye Co., the Ruberoid Co., and the 
Philip Carey Co. Square and rectangular models. 

<3) Curb-Mounting Type is made to fit 
separate wood or concrete curbs, either \W' or 4" 
thick. They are nailed or screwed to the curb 
through drilled holes in the side wall. Square and 
rectangular models. 






















double dome skylights 


diffused light 

Corrulux double dome skylights transmit up to 80% of the light — ample 
for most purposes. They transform harsh sun-glare into a pleasing, diffused 
light. Corrulux domes with special Neutralite pigmentation are available 
for use in schoolrooms and other areas where brightness must be controlled 
without sacrifice of diffusion. Neutralite pigmentation produces lighting 
values in close agreement with those suggested for classroom lighting by 
a leading engineering and research institute. 

stronger yet lighter 

Corrulux double dome skylights will support a minimum of 200 lbs. per 
sq. ft., far more than old-fashioned domes. They will withstand the roughest 
natural and accidental treatment, cannot be shattered by ordinary hail¬ 
storms, rocks, shock or vibration. Flexural strength: 20,000 psi, Tensile 
strength: 10,000 psi. 

For all their strength, however, Corrulux double domes are light enough 
that one man can easily handle the installation. And because shipping 
weights are substantially lower, freight costs are correspondingly reduced. 

thermal insulation 

The Corrulux double dome skylight prevents costly loss of heat or con¬ 
ditioned air. Thermal conductivity rating gives a U-factor of (.5). 


NOTE: SINGLE DOME SKYLIGHTS AVAILABLE ON SPECIAL ORDER 


give you light where you want it 


No longer is it necessary to limit the source of natural light to the windows 
in the sidewalls of a building. Corrulux double dome skylights can be positioned 
anywhere on a roof, bringing light precisely where it is needed. 

For example, these versatile toplighting units can be used over inner areas 
of a schoolroom so as to raise the level of illumination to that of the area 
immediately adjacent to the windows. Or they can be used to bring free daylight 
to windowless rooms and hallways, interior bathrooms, covered walkways and 
numerous other areas. 













































































CURB MOUNTING TYPE 


FELT A PITCH 
BUILD-UP 


GRAVEL 


m " OR 4" 
THICK CURB 


OPENING SIZE—► 


PITCH TRAP* 


OPENING SIZE 


ROOF DECK 


ROOF DECK' 


G606 

N806 

18"x36" 

28"x46" 

A" 

6" 

11" 

20"x38" 

5" 

G607 

N807 

18"x72" 

28"x82" 

4" 

6" 

12" 

20"x74" 

6" 

G616 

N816 

24"x36" 

34"x46" 

4" 

6” 

12" 

26"x38" 

6" 

G617 

N817 

28 1 A"x48" 

38V4"x58" 

4" 

6" 

12" 

30’A"x50" 

6" 

G618 

N818 

36"x72" 

46 // x82 // 

4 " 

6” 

12" 

38"x74" 

6" 


BOND TYPE SELF FLASHING 


in 

o t 

G610 

N810 

18" 

28" 

4" 

6" 

11" 

20" 

5" 

3 

g 

G611 

N811 

24" 

34" 

4" 

6" 

11" 

26" 

5" 

V) 

G612 

N812 

36" 

46" 

4" 

6" 

12" 

38" 

6" £ 


H (Counter Flashing Height) is Vi" 


J (Counter Flashing Width) is 1" 


CURB MOUNTING TYPE 


at 

2 

G508 

N708 

18"x36" 

22"x40" 

_ 

4" 

10" 

18"x36" 

3 

O 

G509 

N709 

18"x72" 

22"x76" 

— 

4" 

10" 

18"x72" 

z 

< 

G519 

N719 

24"x36" 

28"x40" 

— 

4" 

10" 

24"x36" 

u 

111 

G520 

N720 

30V4"x48" 

34V4"x52" 

— 

4" 

10" 

30V4"x48" 

at 

in 

G521 

N721 

36"x72" 

40"x76" 

- 

4" 

10" 

36"x72" 

at 

< 

3 

G514 

N714 

24" 

28" 

_ 

4" 

10" 

24" 

O 

IA 

G515 

N715 

36" 

40" 

_ 

4" 

11" 

36" 


K (Curb Width) is 2". Also available in 4" curb width. 


TYPE 


Corrulux double dome skylights may be 
installed in wood, concrete or steel roofs. When writing for 
specific installation details, state desired type of double dome skylight and type of roof. 


MODEL NUMBER 


NEUTRA- 

LITE 


LIGHT- 

ADMITTING 

AREA 


OVERALL 

SIZE 


FLASHING 

WIDTH 


CURB 

HEIGHT 


OVERALL 

HEIGHT 


OPENING 

SIZE 


EXPOSED | 
DOME 
HEIGHT 


G506 

G507 

N706 

N707 

19"x37" 

19"x73" 

28"x46" 

28"x82" 

4" 

4" 

2" 

2" 

6Vi" 

7Vi" 

20"x38" 

20"x74" 

4Vi"* 
5 Vi" 

G516 

N716 

25"x37" 

34"x46" 

4" 

2" 

7Vi" 

26"x38" 

5 Vi" 

G517 

N717 

29V4"x49" 

38V4"x58" 

4" 

2" 

7 Vi" 

30V4"x50" 

5Vi" 

G518 

N718 

37"x73" 

46"x82" 

4" 

2" 

7Vi" 

38"x74" 

5 Vi" 


STANDARD TYPE SELF FLASHING 


G500 

N700 

15fc" 

26" 

4" 

2" 

6" 

18" 

4" 

G501 

N701 

2i" 

32" 

4" 

2" 

7" 

24" 

5" 

G502 

N702 

32" 

44" 

4" 

2" 

9" 

36" 

7" 


in 

at 

G510 

N710 

19" 

28" 

< 

3 

G511 

N711 

25" 

34" 

o 

l/> 

G512 

N712 

37" 

46" 


4" 

2" 

V/z" 

20" 

4Vi' 

4" 

2" 

6Vi" 

26" 

4Vi' 

4" 

2" 

7Vi" 

38" 

SVi 1 


AIR SPACE 


SELF FLASHING TYPE 


Other standard sizes and single dome sky¬ 
lights available. Contact nearest regional 
office for complete data. 


GLASS FIBERS 


O. BOX 20026, HOUSTON 25, TEXAS 



P. O. Box 20026 
Houston 25, Texas 

1132 W. Peachtree Street, N.W. 
Atlanta, Georgia 


4250 Cleveland Ave. 
Dayton 10, Ohio 

3116 Van Owen Blvd. 
Burbank, California 

230 No. Michigan Ave. 
Chicago 1, Illinois 


2201 Grand Ave. 
Kansas City, Mo. 

441 Lexington Avenue 
New York 17, N.Y. 
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